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1.1 ASSEMBLY INSTRUCTIONS

MYRIDE ASSEMBLY GUIDE

Assembly Instructions:

1.  Remove all parts from the packaging and check to make sure that no parts are missing. 
2.  Install the heavy plate on the end of the MyRide frame and secure with a bolt / washer through any of the large mounting holes (Figure A).  
3.  Install one of the fins on the opposite side of the bolt / washer holding the heavy plate to the MyRide frame.  Use 2 large bolts to secure the 
fin to the MyRide frame.  NOTE:  The bend on the fin should be facing the center of the frame (Figure B).  

4.  Remove the bolt / washer holding the heavy plate in place that was installed in Step 2.  
5.  Install the remaining small fin to the MyRide frame.  Use 2 large bolts to secure the fin to the MyRide frame.  NOTE:  Again make sure that 
the bend is facing the center of the machine (Figure C).  
6.  Install the large fin with one bolt at the top of the fin and one at the bottom to hold the large fin to the MyRide frame (Figure D).  Push up on 
the large fin so that the holes in the fin align with the bottom of the slots, then install the remaining mounting bolts.  
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ASSEMBLING THE MYRIDE

Parts List: 

Heavy Plate
Stabilizer Fin - Right
Stabilizer Fin - Left
Stabilizer Fin - Large Middle
Power Cord
Hardware Bag - Contains hardware, pads, and levelers
5mm Allen Wrench
8mm Allen Wrench



FIGURE E

7.  Once all the bolts and washers along with the fins have been installed, tighten the hardware in a crisscross fashion while making sure the 
edges of the fins are the at top of the plate. 
8.  Apply foam pieces to each corner of the plate (Figure E).  
9.  Carefully lower the unit on its side and raise the heavy end so that it is in position to be viewed.  
10.  Plug in the power cord and turn the machine on using the power switch.   Make sure that the screen is in position to be viewed. 
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1.1 ASSEMBLY INSTRUCTIONS - CONTINUED



After the unit is assembled and powered up, verify that the unit has the proper software.  
This is accomplished when the unit reaches the calibration screen.  If the words "Touch 
Screen to Calibrate" appear, follow the software update procedure below.  If the words 
"If Calibration is Required, Please Touch Screen Now" appear, the unit has the latest 
software and you can skip to Section 1.3 (Registration).  

1.  Remove the covering from the MyRide frame so that the monitor can be seen.  NOTE:  Record both numbers on the registration sheet 
located in the packing material (see Figure A for locations).  
2.  Insert the USB flash drive into the USB slot on the back of the unit (see Figure A for location) and power up the MyRide.  
3.  The unit will power up and go to the update screen after it flashes a sliding bar.  Follow the on screen instructions when the monitor asks 
that the USB flash drive be removed.  

4.  After the monitor reboots, it will ask you "If Calibration is Required, Please Touch Screen Now" (Figure B).  Touch the screen letters above 
to change to the calibration screen (this screen will be white with flashing circles).  NOTE:  You must touch the screen for calibration within 10 
seconds.  If you fail to do so, you will have to power down and reboot the unit as you will not have touch screen function and the unit will not 
operate correctly.  
5.  Touch and hold your finger on the flashing red circles until they switch to yellow.  Release when the light is yellow and follow the red light 
around the screen repeating the touch and hold until each red circle turns yellow.  The normal order is lower left corner, lower right corner, 
upper right corner, then upper left corner.  NOTE:  If the screen does not change to the white screen with the flashing red circle at the lower left, 
check the connection of the USB cable at the monitor and computer.  Repeat Steps 4-5 after checking the cable connection.  

1.2 SETUP & SOFTWARE UPGRADE INSTRUCTIONS
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